4—32 3-25-53_ StjAPLEIGH HjARDVftRE COMPANY, SllOUIS 

QUICK REFERENCE VISE CHART 


COLUMBIAN Vise Catalog Numbers and the Catalog Numbers of Similar Sizes and Types of Other Manufactures. 
Jaw Widths are in inches and the Closest Corresponding Sizes has been Used in each Case 


Stationary Jaw Vises—Stationary Base 


Jaw 

Width 

COLUMBIAN 

Parker 

Prentiss 

Reed 

Athol 

Hollands 

Simplex 

Yost 

Superior 

Eclipse 

2 H 

5021/2 


952)4 (101) 

511 

(211) 

10234 

612J4 

1 2 l A 


102 34 

3 

503 

803 ’ (29X) ' 

953 (102) 

512 

( 50) 

103 

613 

13 

sip 

103 

m 

5031/2 

803K (39X) 

953)4 (103) 

513 

( 51) 

103 y 2 

613 A 

13M 

33 P 

103 )4 

4 

504 

804 (49X) 

954 (104) 

514 

( 52) 

104 

614 

14 

41P 

104 


5041/2 

8043^ (59X) 

954)4 (105) 

515 

( 53) 

104)4 

614M 

14M 

43P 

104 Yi 

5 

505 

805 (....) 

955 (106) 

516 

( 54) 

105 

615 

15 

51P 

105 


5051/2 

805A (69X) 

955)4 (106 M) 

517 

( 55) 

105)4 

615J4 

1 m 

.. . 

105)4 

6 

506 

806 (79X) 

956 (107) 

518 

( 56) 

106 

616 

16 

61P 

106 

7 

507 

807 (79J^X) 

... (...) 

519 

( 57) 

107 

617 

17 

71P 

107 

8 

508 

808 (60X) 

958 (108) 


(...) 

108 

618 

18 

81P 

108 


Stationary Jaw Vises—Swivel Base 


2 H 

6021/a 


972)4 (201) 

521 

(212) 

202J4 

622J4 

2234 


20234 

3 

603 

823 (229X) 

973 (202) 

522 

( 90) 

203 

623 

23 

31S 

203 

m 

6031/a 

823 (239X) 

973)4 (203) 

523 

( 91) 

20334 

62334 

2334 

33 S 

20334 

4 

604 

824 (249X) 

974 (204) 

524 

( 92) 

204 

624 

24 

41S 

204 

m 

6041/2 

824A (259X) 

974)4 (205) 

525 

( 93) 

20434 

62434 

2434 

43S 

204 A 

5 

605 

825 (.) 

975 (206) 

526 

( 94) 

205 

625 

25 

51S 

205 

&A 

6051/2 

825 A (269X) 

975)4 (206)4) 

527 

( 95) 

205J4 

625J4 

2534 


20534 

6 

606 

826 (279X) 

976 (207) 

528 

( 96) 

206 

626 

26 

eis 

206 

7 

607 

827 (279JX) 

... (...) 

529 

( 97) 

207 

627 

27 

71S 

207 

8 

608 

.... (260X) 

978 (208) 


(...) 

208 

628 

28 


208 


Adjustable Jaw Vises—Swivel Base 


3 

403 


383 

(270) 

502 


403 

643 

43 


42 

334 

4031/a 


38334 

(271) 

503 

( 19) 

40334 

64334 

4 3A 


43 

4 

404 


384 

(271 14) 

504 

(19H) 

404 

644 

44 

41SJ 

44 

434 

4041/2 


384)4 (272) 

505 

( 20) 

404 A 

64434 

4434 

53SJ 

45 

5 

405 


385 

(273) 

506 


405 

645 

45 


46 

534 

4051/2 


385)4 (274) 

507 

( 21) 

40534 


4534 


.., 

6 

406 


386 

(275) 

508 

( 22) 

406 

646 

46 


... 

7 

407 


387 

(240) 

509 

( 23) 

407 

647 

47 


... 

8 

408 



(...) 


(...) 

408 


48 


... 


Combination Pipe Vises 


3)4 

2031/2 


433)4 ( 87) 

181 

1C 

(31) 

323J4X 

52 

CP3.3 

31 

4)4 

2041/2 


434J4 ( 88) 

182 

2C 

(32) 

32434X 

53 

CP43 

32 

5 

205 


435 (288)4) 

182)4 

3C 

(33) 

325X 

54 


33 

6 

206 


436 (289)4) 

183 

4C 

(34) 

326X 

56 


34 


Heavy Chipping Vises 


7 

107 




8)4 

108i/ s 



58 


99 


Body Makers Vises 
Stationary Base—Stationary Jaw 


4)4 

1241/s 

|654)4 (146) 

59 

124 

414)4 

164 J4 

42CP 

504 

Swivel Base—Stationary Jaw 

43^; 2241/2 

|674)4 (246) 

99 

224)4 

424)4 

264)4 

.... 

505 

Swivel Base—Adjustable Jaw 

4 H 

4241/2 

- - 

26 

424)4 444)4 

464 A 


.... 


No attempt has been made to make comparisons of quality, strength, weight or capacity. 

This information is taken from the latest available catalog of each of the manufacturers mentioned above. 
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MACHINISTS’ VISES 

COLUMBIAN 

These vises have many outstanding features that provide quality and economy—accuracy, greater strength and longer service. 


Malleable Iron Castings— Guaranteed unbreakable—insure max- 
mum strength and shock resistance. 

Steel Screw and Malleable Iron Nut —The design and rigid 
alignment provide maximum power and reduce wear. Steel balls on both 
ends of handle are forged from handle stock and can not come loose. 


Graphite-Bronze (self-lubricating) Bearings at front of sliding 
jaw takes thrust of steel screw head, provides easy positive operation, 
prevents wear and eliminates “end play*'. 

Hardened Tool Steel Replaceable Jaw Faces— Machine knurled 
“T” section design, pinned into castings anti will not come loose. 



Stationary Base-Stationary Jaw 

Designed to handle the varied sizes and weights 
of work in the average shop, these vises will stand 
the abuse often given to such a tool. 

The machined flat base of Columbian vises 
permits firm installation with three bolts, and 
eliminates cutting the bench top. 




w 

g 

'S *7 

v 3 

-S 

m 

G 

gC" 

d£ 


Each 


s t 

tj 

a ’> 

in 

A 

Each 

O-503-G 

X23D80 

3 

4)4 

m 

20 

$28.00 

O-503y 2 -G 

X27D20 

3 }4 

o l A 

2 % 

29 

32.00 

O-504-G 

X32D30 

4 

6 

m 

36 

38.00 

O-5041/2-G 

X40D80 

4J4 

7 

3 }4 

47 

48.00 

*508-G 

X187D00 

8 

12 

53.-2 

150 220.00 


Loose 

HEAVY CHIPPING VISES 

COLUMBIAN 



Designed for use wherever mass weight is of 
primary importance. 

Hardened tool steel jaw faces with machine 
cut diamond-shaped teeth insure firm grip on 
heavy work. 

Kromiron castings provide increased tensile 
strength and greater shock resistance. Other 
parts same high quality material and workman¬ 
ship as machinists' vises. 

Stationary Base—Stationary Jaw 

jaws 8 inches wide, open 12 inches. 

Each A Each 

*108-G X187D00 .$220.00 

Wt. each 268 lbs. 



Swivel Base—Stationary Jaw 

The effective swivel base allows these vises to 
be swung freely and locked in any desired posi¬ 
tion, reducing the shifting of work in the vise. 

The steel clamping nut draws the teeth of a 
forged steel lock bolt up into gear-like corruga¬ 
tions in the base plate—the most positive locking 
device. 

The advantages of shifting the position of work 
and holding it at different angles without re¬ 
moving the piece from the vise are appreciated 
by users. 



(« 

.H 

.1 

tfl Cfl 

.C 


Each 

'O 

to G 
> w 

ks 

m tr jd 

Mr 

A 

Each 

O-603-G X3CD60 

3 

4 14 

2H 25 

$36.00 

O- 6 O 31 / 2 -G X35D70 

3 M 

m 

2% 34 

42.00 

O-604-G X42D50 

4 

6 

2 H 42 

50.00 

■J.606-G X122D40 6 

10 

4 Yi 100 

144.00 

►I-608-G X238D00 

8 

12 

514 170 

280.00 


Loose 



These vises are made of the same high quality 
materials and workmanship as machinists' vises, 
but have high jaws and tool steel pipe jaws in 
addition to regular flat jaws. 

The pipe jaws of tool steel are carefully heat 
treated to insure correct hardness and strength. 
The three jaws are interchangeable and each has 
two working faces. 

The special design of the pipe jaws makes it 
possible to hold down to }4 inch pipe without 
the pipe jaws protruding beyond the jaw faces. 
Other work can be held, therefore, without re¬ 
moving the pipe jaws. 


Adjustable Base Stationary Jaw 


Each 

O-2031/2-G 

O-2041/2-G 


X44D20 

X62D90 


Width Jaws 

Jaws, ins. Open, ins. 

3M 4 

4M 5 

Loose 


Holds 
Pipe, ins. 

to 2H 

H to 3*4 


Weight 
Each, lbs. 

36 

60 


A Each 
$52.00 

74.00 


Equalize Freight with nearest Jobber carrying Columbian Vises 
Items Marked 4 - Not Carried in Stock. Can Only be Furnished by Shipping Direct from Factory, F. O. B., Cleveland, Ohio 
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WORKSHOP VISES 

COLUMBIAN 


SiftPiEiCH Harare Company, St.Louis 

WORKSHOP VISES 

COLUMBIAN 


HOMESHOP VISE 

COLUMBIAN 



Heavy duty front jaw beam of channel steel, 
covering screw. Extra large back jaw, anvil and 
anvil horn. Cold rolled steel screw. Handle 
balls forged from handle stock. Replaceable 
malleable iron nut with Acme thread and heat 
treated steel jaw faces. Permanent pipe jaws, 
positive tri-grip design. Positive locking swivel 
base with slip handle lock nut. Bright red finish 
with polished jaws and anvil. 

Swivel Base 

Specifications: 


Nos. 

Width 

Jaws, 

in. 

J aws 
Open, 
in. 

Pipe 

Capacity 

in. 

D43 Y 

3 H 

4 

H to \U 

D44 

4 

5 

3d? to 2 

D 45 

5 

G 

Vs to 2 >'2 

Each 

0-D43y 2 -G 

X8D33* 

Wt. Each, 

lbs. 

17M 

A Each 

$12.50 

0-D44-G 

X12D13* 

30 

18.20 

0-D45-G 

X15D33 

48 

22.70 


Ore in ctn. 



RED ARROW 

Extra heavy steel beam with balanced castings 
for super strength. 

Large back jaw anvil and anvil horn. Cold- 
rolled steel screw. Slip-proof screw collar. Handle 
balls forged from handle stock and “3-point” Tri- 
Grip permanent pipe jaws. Positive locking swivel 
base, with slip-handle lock nut. Polished jaws and 
anvil with bright Columbian red finish. 

Smooth Jaw Faces 
Swivel Base 

Width of jaws 3J4 inches. Jaws open 4 inches. 
Pipe capacity Y to 1 Y inches. 


Each ▲ Each 

0-D63l/ 2 -G X5D25* .$7.90 


One in ctn. Wt. ctn. 13 lbs. 



SWIVEL BASE 


Steel screw, slide bar and handle. Anvil back. 
Pipe jaws. Replaceable steel jaw faces. Polished 
jaws and anvil. 

Width of jaws SY inches. Opens 3 inches. 
Pipe capacity Y to 1 inch. 


Each Each 

O- 31 / 2 -G X4D00* .$6.00 


One in ctn. Wt. ctn. 10 lbs. 



Extra heavy steel beam with balanced castings 
for super strength. 

Large back jaw anvil and anvil horn. Cold- 
rolled steel screw. Slip-proof so ew collar. Handle 
balls forged from handle st^ckard “3-noint” Tri- 
Grip permanent ri; e jaws. Posi ti ve loeking swivel 
base, with slin-hnndle lock nut. Polished jaws and 
anvil with bright Coin ml ian red finish. 

Swivel Base 


Replaceable Steel Jaw Faces 

Width of jaws inches. Jaws open 4 inches. 
Depth 1 14 inches. Pipe capacity Y to 1 { /i inches. 


Each ▲ Each 

0-D331/2-G X5D67* .$8.50 

One in ctn, Wt. ctn. 13 lbs. 

Equalize Freight with Nearest Jobber Carrying Columbian Vises 
Items Marked ^ Not Carried in Stock. Can Only be Furnished by Shipping Direct from Factory, F. O. B., Cleveland, Ohio 

STAR * DENOTES BEST SELLER 
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Shapleigh Hardwire Company, St.Louis 

WOODWORKERS 1 VISES 


COLUMBIAN 

For general use in woodworking or manual training shops. Simple in construction. Durable, reliable and smooth in operation. 

Close-grained gray iron castings, with smooth jaws drilled for wood facings. Cold rolled steel guide rods operate through accurately machined 
guides in back jaw and keeps jaws in alignment, fitted with removable lock nuts. Heavy steel screw with machine-cut double fast-running threads 
for positive action and maximum speed. 



Continuous Screw 

Steel handle socket with large head screw for securing hardwood 


handle. 

With Plain 

Front Jaw 




Size 

Jaws 

Wt. 



Jaws, 

Open, 

Ctn., 


Each 

ins. 

ins. 

Ibs. 

A Each 

0-7CPW-G 

X16D00 4x7 

9 

22 

$24.00 


With Dog in 

Front Jaw 



0-7CDW-G 

X16D66 4x7 

9 

23 

25.00 


One in ctn. 



Each 

0-10RPW-G X19D33 


0-10RDW-G X20DOO 


Rapid Acting 

For shops where time is an important factor—particularly where large change in jaw opening must 
be made frequently. 

Operation —When handle of vise is turned to left against a stop, the front jaw can be slid to full 
opening—a partial turn of the handle tightens the vise against the work. 


Plain Front Jaw 


»ize Jaws, 

Jaws Open, 

Weight Ctn., 


inches 

inches 

lbs. 

A Each 

4x10 

12 

32 

$29.00 


With Dog in Front Jaw 



4x10 

12 

33 

30.00 


One in ctn. 


WOODCRAFT VISES 


CARPENTERS’ VISES 


COLUMBIAN 



A well-made, moderately priced woodworker’s vise tor homeshop 
work bench. 

Close-grained gray iron castings with smooth jaws drilled for wood 
facings. Steel guide rods keep jaws in alignment. Steel screw with ma¬ 
chine-cut threads insure positive free action. Steel handle socket, with 
hardwood handle. Will fit any bench up to 2% inches without mortising. 
Jaw 3x6 inches. Opens 7 inches. 

Each A Each 

0-6C-G X4D67*. $7.00 

One in ctn. Wt. ctn, 10 lbs. 


COLUMBIAN 



Excellent for home work¬ 
shops. Light weight. Can be 
carried in tool kit. 

Aluminum with nickel plat¬ 
ed screw parts. 5x5 inch alu¬ 
minum alloy jaws. Horizon¬ 
tal and vertical faces hold 
work in any position. Jaws 
open 3^ inches to hold 2x4 
wood securely. Tool steel 
feed screws and guide pin. 
Fits popular 2}{ inch bench 
top. 

Holes in jaws for mounting 
wood faces. 


Each Handy a Each 

0-1655-G X3 D00 ★.$4.50 

One in ctn. Wt. ctn. 2 lbs. 


Note—Equalize Freight with Nearest Jobber Carrying Columbian Vises 


STAR ★ DENOTES BEST SELLER 




















